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750W of Power from a Hi-Torque DC Neodymium Magnet 
Motor
Lithium-ion Cells In Power Pack w/Advanced 
Power Management 36V / 18AH Pack Rechargeable 
Cells, UL + CE Safety Tested

UL Listed Li-ion Smart Charger with LED Status Display

Exclusive Currie Evo-Drive™, 36 Volt with Power Gauge 
Function and Variable Power Boost
20+ mph / 32+ km (Rider Weight, Rider Input and Terrain 
Contingent) in Turbo Mode
Turbo Mode: 31 miles / 50 km, Standard: 45+ miles / 72+ 
km, Economy: 50+ miles / 80+ km (Rider Weight, Rider 
Input and Terrain Contingent)
Exclusive Evo-Drive™ Proprietary Planetary Differential 
Combined w/SRAM RD-X.7, SL-X.7, PowerGlide 950 
11-32T 9-speed, Shimano FD-M580-E, 27-Speed 
Drivetrain

Avid BB7 Disc Front and Single Digit 5 Rear, FR5 Levers

Alex EST19 26" Double Wall Alloy Rims with Stainless 
Steel Spokes, QR Front and Rear

Currie Kenda E-Street 26 x 1.5", Slime Self-Sealing Flat 
Tire Prevention System
Alloy Forged Stem and Street Bars with Dual Density 
Grips

Alloy Suspension with Fender Eyelets
Battery Gauge, Power On/Off Switch, Power Mode Switch, 
Charger Plug

VL-3126, Micro-Adjust Suspension Post
Exclusive Currie Aluminum Alloy, Fender and Rack Mounts

Shimano 44/32/22T, with Chainguard and Torque Sensor 
Function; Alloy Non-Slip VP-611 Pedals
62 lbs / 28 kg w/18 1/4AH Batteries; 53 lb / 24 kg w/12AH 
Pack
S/M, L/XL

NET WEIGHT
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Patented Evo-Drive™ System Seamlessly Blends Human and Motor Power Together for Maximum 
Performance and Range

36v18a Lithium-ion Battery Pack with Advanced Battery Management System for High              
Performance and Extended Range

Designed to Effortlessly Climb Hills and Cover Long Distances
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SPECIFICATIONS


